
innovative engineering, dependable products
Carlo Gavazzi Computing Solutions designs and manufactures 
standard and custom AdvancedTCAÊ, CompactPCIÈ, PCI/ISA, 
and Switch Fabric backplanes, cabinets, enclosures, I/O boards, 
and integrated systems that address your outsourcing and time-
to-market needs.    
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The XP7-CP provides transparent 
CompactPCI-to-PCI connectivity, which 
is ideal for: 

 Data acquisition
 System expansion/  

    consolidation
 Test instrumentation 
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Model XP7-CP3 and XP7-CP6 
Slots 7 PCI slots
Enclosure 4U rackmount cabinet, Fits standard 19ò 

rack.
Dimensions 7ò (178 mm) H x 17ò (432 mm) W x 17ò 

(432 mm) D
Weight 30 lbs
Power Supply 90/240 VAC, 60/50 Hz, 300-Watt 

universal power supply
Host Interface 
Cable

4ô cable

Certiýcation FCC Class A, CE, UL1950
Expansion System  
70-04004-01 XP7-CP3 PCI Expansion Chassis (7 PCI 

slots) w/ 3U CompactPCI Host Card,  
90/240 VAC

70-04005-01 XP7-CP6 PCI Expansion Chassis (7 PCI 
slots) w/ 6U CompactPCI Host Card,   
90/240 VAC

Accessories
3310117-01 Rack Mount Slide Kit - 20 Inches

OS Support OS independent
Hardware XP-7R PCI Expansion Chassis

Compliance PICMG 2.1 Revision 2.2 of PCI Local Bus 
Speciýcation

Bus Speed 32-bit/33 MHz

Signaling 
Environment

Supports +5 VDC cards

Operating 
Temperature

0-50 degrees Centigrade

Storage 
Temperature

-20-60 degrees Centigrade assis GND 1 
Chassis GN

Relative 
Humidity

5% to 95%, non-condensing 

Certiýcation 
Safety

UL, CUL (Canada), EN60950 (EU)

Emissions FCC Class A, ICES-003 (Canada), VCCI 
(Japan), AS-3548 (Australia), EN 55022 
and EN 50082-1 (EU)


